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No matter from any direction (front/back or left/right) 
it is opened, there is always an uneven level of film.

Laser-cutting a wavy notch into one side of the re-sealable opening makes it 
easier to pick up and open the bag after cutting.

1

Straight cut

TAKE Laser

L-wavy line

LN Cut Micro Notch Safety notch

Anywhere cut

Laser-cut notching L-BOCO

Laser-cut notching L-UGO

The wavy cut allows easy opening and use after opening

Front Back

Easy-opening by hand
Easy-opening series

1. When opening the bag 2. After opening the bag
A wavy notch in the center makes for a 
better grip.

The bag is easy to pick up and open.

※ Please be careful of the cutting direction. Laser-cut notching can be freely designed 
for a variety of notch sizes, shapes, and numbers.

Left LeftRight Right

Back film

Back film is cut straight, front film is cut straight
at a position one level lower than back.

Front film cuts straight, back film cuts 
straight one level lower than front.

Back film

[Health foods / Dietary supplements]  Kale juice powder, collagen, etc. [General foods]  All types of re-sealable packaging, such as for bouillon cubes and powdersExamples:

With an appropriate film structure, barrier performance can be maintained
This has a straight-cut feature. With an appropriate film structure, barrier performance 
can be maintained as the perforation will only be on the outer layer film.

LLDPE

OPP
Printing

DL

LN Cut

Transparent vapor deposition PET

Enlarged

The front side opens wide

Open wide for easy retrieval

Laser will be Wave line patterns and 
possible to process endless or 
certain pitch required.

There are several wave 
lines processed to 
prevent miss opening.

Before opening After opening

Possible to open from either side.

Outer package for Press through package sheet(PTP)

Large laser processing can be applied to the front to secure a large opening.

Machine 
direction

Pattern 
of laser

Easy-opening feature with a straight cut Easy-opening by hand from any point

[Foods]  Coffee, cream powder, tea, sugar, artificial sweeteners, etc. [Health foods / Dietary supplements]  Kale juice powder, collagen, etc.

Unlike the conventional 
V notch, the micro notch 
uses narrow lines to en-
hance its cutting property. 
No worr ies of in jur y to 
hand or damage to pouch.

Notchless design that 
can be easily opened by 
tearing the folded edge.
Cuts can be designed 
for straight line, dotted 
line single and multiple 
lines.

Micropores throughout 
the surface of the outer 
base film enables easy 
cutting from any point.

The corners of the notch are 
rounded af ter opening for 
safe handling.

Stick type packages

Notch

Examples:

Fine 
pores on 
the entire 
surface

Since the laser is processed on the flow direction, it makes a wide opening

Laser line A Laser line B

Laser line A in forefront Laser line B in forefront
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LIP PACK

Non-slip series
Non-slip finish to enable opening with wet hands

Printed with special ink, this pouch can be opened without slipping 
even if bubbles are attached. Stress-free by firmly catching it with 
wet hand in a bathroom.

Pouches with Spouts
Resealable cap type.
Useful for a wide range of purposes such as food and hygiene products.

Shampoo Body SoapImplemented familiar tactile 
identification symbols with 
bottles such as shampoos, 
even with refill pouches. 
It is a pouch to enhance 
the ease of use for many 
people, including those with 
impaired vision and low 
vision.

Refill pouch with touch to identify
Tactile identification display pouch

Embossed typeIntermediate size between 
SDS type (small capacity) 
and GI-V type (standard type)

TM Pack (Thomson cut type)
Refill pouch made using Thomson blades that can produce various shapes at low cost.

SDS Type

ST Type

GI-V Type

L-E Type

GI-RV Type

ST-R Type

ST-C TypeStraight Cut Type

NW Type

Standard type

Raised Top type
for easy filling

*Size and shape of bag making may change according to content  
 and shape (caliber) of bottle to be refilled.
*Filling test required

About size: Other sizes may be available so, please contact us.

About Spouts: For spouts marked with ※ please contact us.
Spouts and Caps for 16φ can be delivered separately. For any other requests please contact us.

Recommended Size Chart

GRIP
!

SLIP
!

STANDARD
POUCH

Estimated Content Width x Height + Folding Width(mm)

～300ml 110×200+33.5

300～500ml 130×230+38.0

500～800ml 150×260+41.0

1000ml～ 200×300+50.0

Spout diameter Size
8.7φ 9.6φ 16φ

Width(mm) Height(mm)

Corner ST Type 〇 〇 ―

130 to 240 140 to 330ST-R Type 〇 〇  ○※

Straight Cut Type  ○※  ○※ 〇

Center

ST-C Type ―  ○※ 〇 110 to 240 130 to 330

NON SLIP   

Pouches with Spouts
Spout Caliber and Size Chart

Screw-shaped embossed section 
expands to ensure stable pouring.

4 laser cuts at pouring spout enable easy opening.

The width of the pouring spout has 
been narrowed to fit small bottles. 
Ease of opening has been improved 
with special shaped ribs.

Developed for small capacity productsStandard type TM Pack

Raised Top type
for easy filling

Conventional
type

Conventional
type

3 horizontal emboss 3 longitudinal emboss

(Set based on the notification of Japan Cosmetic Industry Association (JCIA))

Refill type 
pouch

Matt finish

Sachet type

Refillable Standing Pouch
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ATAC®

High-barrier strong adhesive vacuum-metalized film produced by our 
one-of-a-kind continuous vacuum metalizing machine

Mask metallizing

VM-CP

VM-PET

VM-LLD

Shorter delivery time

Enhanced decorative effect

Environment-compatible
Barrier film with excellent gloss and low temperature sealing feature

Excellent alternative for aluminum foil High-barrier film with excellent 
aroma retaining property

High barrier film using in-house film

Adjust cover

The integrated wide crucible ensures uniform metallization by a 
straight scatter of the melted aluminum.
A partially metallized section can be also made by placing a cover 
on top.

*Compared with paster processing

Film directly metalized on printing 3layers→2layers Eco-friendly vacuum metalized film

* Weight and CO2 emissions for 3-layered pouch 
size of 130 x 260 set as 1.

Meiwa Pax continuous vacuum metalizing machine 

Comparison of Meiwapax continuous vacuum metalizing machine and batch-type vacuum metalizing machine

Batch-type vacuum metalizing machine

FKA Film with improved metallic luster and barrier performance.
Slip property and low temperature sealing feature also added.

Film with high aroma retaining and barrier properties for strong bonding and 
sterilization by boiling.

High-barrier film with excellent anti-crack property.

High-barrier performance achieved with special coating
Excellent anti-crack property.

Standard type

Super high grade film which can be used as a substitute for aluminum foil.
Can be used on a warmer and is best suited for wet wipes or baby wipes.

Excellent light blocking property and same type of specifications as aluminum foil.
Use as substitute for aluminum foil for decreased thickness.
Eco-friendly film with virtually no residue after incineration.

MER

MERW-NC
<Non-coating type>

MERW-C
<Coating type>

MGS

MLA-C
<Coating type>

NW

MLW

Weight CO2 emissions

3 layers 1 1
2 layers 0.9 0.9

Partial metallization

Integrated wide crucible

Achieves both metallized glitter and transparency
Aluminum metallized and non-metallized parts can be made 
without paster processing.

 [Cosmetics] Sunscreen lotion, hand cream, etc. [Food] Delicacies, snacks, etc. [Others] Sundries and other products requiring metallized glitter and transparencyExamples:

3 layers 2 layers

We have succeeded in eliminating the need for a barrier base film and minimized 
film thickness using our one-of-a-kind continuous vacuum metalizing machine.

LLDPE LLDPE

NY NY

VM-PET VM
Printing

DL

Down by 
around 
10%

Continuous metalizing of film is possible because only metalized portion 
is vacuumed. Additional inline coating enables production of aluminum 
metalized film with various features.

Uniform metalizing can be achieved by using a one-piece, wide 
crucible which enables straight dispersal of melted aluminum.

A continuous feeding process enables thick films to be processed until no more 
aluminum exists. Base materials ranging from paper to film (80μ) can be processed.

The width can be freely adjusted between 670 to 1300 mm for 
small-lot production.

Short delivery is possible because top and anchor coatings can be applied 
inline, enabling easy metalizing of difficult to process base materials.

High 
Quality

Small lot

Short
delivery time

Processing
thick films

A l l  p ro c e s s e s  f r o m u nw i n d i n g 
to rewinding are conducted in a 
vacuum state, and because of this 
the machine needs to be stopped 
when the f i lm runs out and then 
restarted in the vacuum state after 
materials have been reset.

Because several crucibles are aligned for metalizing, 
the melted aluminum disperses in several directions 
resulting in non-uniform application.

The machine’s capacity is limited making 
it unsuitable for processing thick films.

Processing must be with mill rolls (in tens of 
thousands of meters) of approximately 4 m width.

Top and anchor coatings are applied offline 
resulting in longer delivery time and higher cost.
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Center Pouch
Centralized without dedicated dividers or trays

Fixed with point seal and prevent deviation and 
rotation of product. By using a higher bottom 
material than a regular stand bag, the product is 
fixed to fit in the center of the package.

Cosmetic products such as face packs, reactive adhesive agents, refrigerants, dyes/paints, packages for general supplies, disposable wet wipes.

Tube, bottle, cylindrical item such as lipstick, mascara or eyeliner

Examples:

Examples:

Laminated tubes
Tubes with multi-layered film

Laminated tubes combining the barrier performance 
of metal tubes with the flexibility and bending 
properties of plastic tubes.

Sides are 
completely 
sealed.

Easy cut

Standard type
Suitable for standard packaging materials such as foods and general goods.

A typical grade of Meiwa Pax easy-cut film that has already been used a number of times for 
standing pouches.

Blown film extruder

We produce a variety 
of sealant films with a 
focus on general-purpose 
LLDPE (Linear Low Density 
Polyethylene).

Pellets

Corona treatment

Extruder Dice

Rewinder Rewinder

ML-134

ML-174

ML-144B

Comparison of generating methods between petroleum-derived and plant-derived materials

Film surface changed to 
improve laminate property.

Bubbled shaped molding 
with round dice.

Corona treatment

Round dice
Air

Air Air

Liquid A and powder (or liquid)
B are filled separately from top and 

bottom and then sealed.

The pouch with liquid A is rolled from the 
edge to apply pressure that pushes liquid 
A into pouch B.

The center seal opens to allow 
liquid A to flow into pouch B.

1.Fill 4.Mix3.Push out2.Roll

Raw materials (pellets) are 
melted with heat and pressure.

Extruder

Pellets before melting

Blown extruded film
In-house extruded blown film

We offer a lineup of sealant films reflecting our knowhow as a comprehensive converter. 
Packaging can be tailored to your needs with various processing methods and materials.

Biopolyethylene film

Dual chamber pouches
2 types of contents can be mixed in a single pouch.

These pouches are ideal for packaging products that need to be mixed right before use. 
The single-serving packages eliminate the possibility of wrong measurements and ensure 
stable use. They are also conveniently portable. Contents can be easily mixed inside the 
pouch. Roll delivery is also available for automatic filling.

Easy peeling

There is also a tape type in which a special tape is inserted at the center of the pouch. 
It has a wide sealing temperature range and is relatively easy to process. 
This product is delivered as a bag-made product.

Tube manufacturer: Kansai Tube Co., Ltd.

Point seal section

Bottom material

Thanks to our in-house film blowing technology, we have successfully developed a PE film with a 
sugar cane derived PE ratio of 59%. Many products for refills and health foods are already on the 
market. Eco-friendly film for a sustainable society.
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Special processed part

New type with improved steaming effect

Microwave pouches
Enhance flavor with steaming! Microwavable pouches.

Slit type

Zipper type    

Top Seal type

W-shaped gusset type

Punch hole type

Standing pouch type

Flat pouch type

Roll film able to use as sealing films

New type with less steam releasing sound is now available!
When steam generates by 
heating and internal pressure 
rises, the top film specially 
processed at corner part 
of tray retracts sealing and 
automatically releases steam.
Special processing is only 
on the top film so there is 
no need to change fi l l ing 
machine.

Cutting designed in middle 
of microwave tape releases 
steam. Releasing sound is quiet 
then others and very useful for 
watery and frozen foods. 

New!

New!

Zipper type that can add ingredients and soup 
immediately before cooking

After opening, put ingredi-
ents and soup stock etc. 
and close the zipper firmly. 
When heated, the pouch 
expands and the steam is 
discharged from the center 
of the zipper while maintain-
ing the internal pressure.

Unsealed part

Zipper

GussetContents

Vegetable mix, Freeze-dried bean curd, etc.

Warming cooked fish, rice and noodles

Examples:

Examples:

The combination of microwave and 
high-temperature, high-pressure steam 
accelerates cooking speed!

Frozen fresh food, nursing food or hospital foodExamples:

Only the A layer of the two-
layered film has a slit so the 
bag is completely sealed.

When steam pressure is applied, 
the minimum required number 
of holes opens in the B layer, 
discharging the steam while 
keeping the inner pressure high.

The steam port shrinks until 
surface tension is generated, 
thereby causes effectively 
preventing leakage.

Leak-proof type

Hamburger patties, stewed food, grilled eel, 
Chinese food, frozen food, etc.

Oden, doteyaki (beef stewed in miso and mi-
rin), curry, pasta sauce, miso soup, soup, etc.

Solid foods such as chilled or frozen yakitori, 
grilled eel, dim sum, steamed meat buns, etc.

Examples:

Examples:

Examples:

W h e n h e a te d,  t h e  p ou c h 
expands from the inside push-
ing the special tape (1st tier) 
open so that liquid splashes into 
the splash pool.
When the pressure increases, the 
2nd tier special tape opens to al-
low steam to escape.

Pouches can be heated 
stand ing up and steam 
escapes from the upper 
seal. 
Contents can be eas i l y 
poured onto a plate.

Standing pouch type ideal for watery food products

Basic type with roll delivery available

The increased internal pressure opens the hole in 
Layer A for effective steaming.

Cut vegetables, steamed meat buns, dim sum, etc.Examples:

Standard type for foods with only a little sauce

When heated, the special seal is automatically pushed open by 
the increase in internal pressure and steam is allowed to escape.

Contents

Contents
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These pouches are ideal for holding large quantities  
of pet food, rice or professional products. 
They can also be 
used fo r  sma l l -
volume products.

Filling and remove from the slit at the up-
per area of zipper. As it can be opened 
without cutting off, it is also possible to 
display lot number and other indications at 
the top. The combination with the security 
seal is recommended.

Standing type TM Pack

Bottom gusset pouches

With Kangaroo Chuck

Pocket Pouch

LT-N

LT-B

LT-J

Side gusset pouches with zipper

Hot fill possible to 85℃

Special standing pouches / Standing pouches with zipper
Standing pouches designed for effective display and usability

Improves filling efficiency
By attaching a special zipper, the filling 
and opening slots can be separated.
This solves the problem of powder
being caught in zippers during filling.

<During filling> <During opening>
fill

Tear tape
Zipper Open the tear tape

Powdered products such as powder detergent that can get caught in zippers during filling.Examples:

No need for sealer as it opens and closes with a zipper

Cosmetic tools, stationery and other things that 
useful if the pouch has resealabilityExamples:

Examples:

Zipper

Shapes of all kinds using Thomson cutting system
Various shapes can be freely made using 
a Thomson cutting system. This expands 
the range of design and contributes to 
the production of appealing packages.

Vitamin supplements, sweets, etc.Examples:

Excellent stability by using single film for all surfaces
A single base film is folded and made into 
a pouch. When filled with contents, the 
bottom flattens out for stable standing.

Sin gle film for all surfa
ce

s

Use single film
to make pouch.

Printing on bottom is 
also available.

Available
with handles

Rice or pet food, granular contentsExamples:

For large storage capacity

Small quantities of powdered cocoa or cream, as 
well as large quantities of professional products

Available
with handles

LipTainer
Gusset type BIB

Standardized
 BIBs available

(Complies with Ministerial Ordinance on Milk and
Milk Products Concerning Compositional Standards, etc. )

Standard low-odor type

Barrier low-odor type

Metalized low-odor type (Special order products)

*Standard products include 
 general type caps.

Two-materials 
molding cap

Liquid spill prevention type

Increases water 
stopping effect

For water, soy sauce, 
detergent, etc.

For body soap, shampoo, 
conditioner, sauce, oil, etc.

For body soap, shampoo, 
conditioner, sauce, oil, etc.

For sodium hypochlorite, 
fertilizer with 

microorganisms, etc.

Water and soy sauce 
(products with low 

viscosity)

Water and soy sauce 
(products with low 

viscosity)

For battery fluids,
purified water, etc.

For battery fluids,
purified water, etc.

Stopcock
φ9

Standard type

General cap 
type

“Jumbo” stopcock
 φ19

High viscosity type

“Maxi” stopcock
φ18

high viscosity type with liquid 
spill prevention function

One-touch nozzle 
φ17

plug-in type

Pull-top type (for round spout) Plug-in type cock (for round spout)

Screw nozzle 
φ17

cap type

Gas release 
cap

Round plug-in 
type spout

Round- screw 
spout

Standard screw types (Standard products)

Plug-in type/Round spout (Special order products)

Film gusset + cubic structure Environmental responsiveness

Handheld functions

Wide range of variations available

Safety

• Excellent standing property
• Very little residual liquid
• Little foaming and easy expanding for filling

• Contributes to reduction of waste products after use

• Easily placed into and out of carton boxes
• Inner bag is also easily portable on its own

• Containers for almost every kind of contents and volume
• Continuous filling types and metalized types available
• Various combinations of spout, cap, cock, and film     
   materials available

• Manufactured inside dedicated clean room
• Odor reducing type that does not affect contents

Continuous filling type Excellent handling features

Metalized type

[Seasonings] Soy sauce, mirin(sweet cooking wine), sauces, dressings, etc. [Alcoholic beverages] [Beverages] 
[Others] Syrup, caramel sauce, salt water, medical agents, body soap, shampoo, conditioner, skin toner, paints, etc.Examples:
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   Test standard
JIS Z 1535 (volatile corrosion inhibitor treated pa-
per standard), paragraph 5.4: Attach test piece and 
product sample to wide-mouth bottle containing 
glycerin solution.After 20 hours in condition of 20°C x 
90% RH, cool test piece to 2°C to generate dew con-
densation on its surface, and check for corrosion.
Test piece: JIS G 4051 S15C carbon steel.

Immediate anti-corrosion effect on iron and iron alloys. 
This is a film coated with a volatile corrosion inhibitor on its internal surface.

Moisture Absorption Pouch
Moisture absorption tape keeps dryness. No need of desiccants.

EG1000 series
EG3000 series
EG5000 series

Better sealing, sealability, barrier and piercing resistance than standard type.

• Complies with JIS Z 1535 (volatile corrosion inhibitor treated paper standard)

UV cut film 350

Standard Type

High-Performance Type

UV cut film 350T

UV cut film 400

UV cut film 500

S type　　　　

P type　　　　

B type　　　　

L type　　　　

100

90

80 

70

60

50

40

30

20

10

0
200	 250	 300	 350	 400	 450	 500	 550	 600	

PET
UV350
UV350T
UV400
UV500

Reduces cost of filling desiccants and prevents accidental swallowing.
The process adding moisture absorption is during bag making instead of laminating 
process so, small purchase orders are be available.

Film Layer: PET#12/DL/LLDPE#30/Anti-corrosion coat

Film Layer: ONY#15/DL/Transparent VM-PET＃12/DL/LLDPE#30/Anti-corrosion coat New!

Test Items Part
Test Samples

Number of tests
Standard Type High-Performance Type

Seal strength
 (N / 15mm)

MD 24.9 55.1
N ＝ 3

TD 25.0 63.2

Puncture strength (N)
Front → Back 8.7 17.9

N ＝ 5
Back → Front 7.9 17.2

Moisture permeability (g / ㎡ ・ day) 9.8 0.3
N ＝ 3

Oxygen permeability (cc / ㎡ ・ day ・ atm) 86.4 0.1

60

50

40

30

20

10

0
0	 1	 2	 3	 4	 5	 6	

Inside Humidity
(%RH)

Test time (days)

15mm
20mm
30mm

Moisture absorption tape

Bag sample humidity reduction test 
(at 35℃ condition)

VCI
Transparent film with a volatile corrosion inhibitor

• Effective for preventing dew condensation after packaging
• Can be used in non-oiled state to simplify work process
• Evaporated gas penetrates to reach parts that normally can’t be coated with anti-rust oil
• Transparent for easy verification of contents
• Laminated type available for protecting products as well as improving automatic packaging capabilities

Kapola UV cut film
Transparent UV-cut film

Semi-transparency film cuts ultraviolet 
rays by approximately 60 % 

Transparent 60% UV-cut film

Transparent 98% UV-cut film

Orange colored translucent film that cuts 
more than 98% of visible light region of 500 nm 

(economy type)

(UV 350 improved transparency type)

 (standard type)

(high grade type)

[Fading test]

Kapola UV unused Kapola UV used
 Test details
Color printed cellophane films placed in a pouch with-
out UV protection and a pouch made with UV500. 
The two pouches were attached to a window, and 
left there for 5 years or more, after which pouches 
were opened to check on difference in color change.  Packages for prefilled syringes, infusion bag cover, packages for cosmetic puffs, etc.

Ultraviolet region

Transmission(%)

Wave length (nm)

Examples:

Kapola γ (gamma)
Radiation proof packages

Yellowing, odor emission, and deterioration of sealing strength 
due to exposure to radiation are reduced to great deal.

Packaging material for radioactive sterilization of medical equipment

Easy-open type packaging material for radioactive sterilization of medical equipment

High-barrier type packaging material for radioactive sterilization

Pinhole resistant and enhanced sealing strength type

(Maximum radiation exposure postulated as 50 kGy)

For improved packaging of laboratory products, cosmetics, medical equipment, animal feed, industrial products, and foods.Examples:

Kapola E guard
Antistatic and moisture-proof laminate film

Transparent type with static neutralization properties
Translucent type with electrostatic diffusion properties
High moisture-proof aluminum type with antistatic properties

Protects contents from exterior electrical discharge,
and prevents static electricity due to friction during transport.

Tape width

Standard Type High-Performance Type

Anti-rust packages for automotive parts, bearings, precision parts, steel materials, etc.Examples: PET/CPP

PET/Easy peel

PET/AL/CPP

NY/LLDPE

New!
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The inorganic antibacterial agent used in the film ensures its safety.
Antibacterial performance against E. coli and staphylococcus 
aureus has been confirmed.

Antibacterial nylon film
Nylon film coated with an antibacterial agent

Functional lamination sheets
Lamination sheets for molded products with added functions integrating a variety of materials.

Excellent pressure resistance, heat sealing and hot tack 
properties accelerate filling speed and prevent leakage.

Kapola non-leak
Laminate film for high-speed filling of liquid and viscous materials by using 
our own special resin processing technology for extrusion lamination.

Sheets for metallized trays

Sheets for printed trays

Sheets for miso containers

Barrier lamination sheets

Wave seal ML-347

Laser micro holes

Results for drop test has improved!!

Comparison 10kg rice bag vertical drop test

Able to layer with Rayon

× = Breaks within 3 drops  
△ = Breaks within 4 to 6 drops  
○ = No breaks for 6 drops

Our former product, LLDPE / LLDPE layer 
can withstand f lat drops, but not vertical 
drops. Therefore, by improving base layer, the 
strength against vertical drops have improved 
compared from previous products. We have 
maintained other physical data's such as air 
releasing speed.

Kapola non-leak NM

Kapola non-leak MS

Kapola non-leak super

Test Height 80cm 100cm

New Product（ML-347） 〇〇〇 ×△△

Former Product（ML-336） ××× ×××

New!Film for hot filling

Film for high-speed filling

Film for super high-speed filling

For small packages of liquids or viscous materials such as sauces, soup broth, soy sauce, dressings, and jams

Cool to hot high speed filling (to 15m/min)

Low temperature boiling, low temperature/
room temperature filling (to 20m/min)

Low temperature boiling, low temperature/
room temperature filling (to 30m/min)

Examples:

Low-
temperature 

sealing 
property

Low-
temperature 

hot tack 
property

Sealing
strength

Boiled 
hot filling

Shrink film
Printing for shrink film

Shrink packaging that fits the product shape.
Attractive and appealing shrink film packaging 
contributes to the overall product image.

Multi-packaging of yogurt drinks, jellies, and natto (fermented 
soy beans), individual packaging for cup noodlesExamples:

Sheets for metalized trays 
maximizing our one-of-a-kind 
metalizing technology 
Colored sheets as well as 
printing on both sides are 
possible.

Sheets for printed trays allow 
for individualized artwork

Gas barrier property is added 
without using barrier film.

Sheets designed specifically for 
miso containers with excellent bar-
rier and aroma retention properties.

Leave miso containers 
up to us!

(Gas barrier adhesive agent “Maxive® is used)
【Supported by Mitsubishi Gas Chemical Company, Inc.】

Labels, standardized molded products, 
and inner lids (for hot melt) 

are also available.

Refrigerants, cooling agents, and small pouches for liquid soup, etc.
Regular film film

Antibacterial coated layer

Image

Examples:

Rice bags/Heavy-duty bag
Package for heavy items such as rice and fertilizer

Total support from rice package 
design to production.

A wide variety available, from original 
rice bags to post-print printing and 

standard rice bags
Dedicated machine line for rice bags 

These pouches without holes have a special heat seal structure
Poreless bag with special fusing seal structure achieved with 
advanced bag-making technology. Prevents water leakage and 
contamination. Air release is quicker than with conventional 
shapes, allowing for improved f il l ing ef f iciency and reducing 
complaints about dropped bags. Can be used on existing factory 
line, and also supports single bags and rolls.

Air release Air releaseAir release

Embossed
(non-heat-sealed section)

Perforated bag with 0.2 mm diameter micro holes
By making fine holes in a straight line in the bag, 
it prevents the infiltration of dust and insects 
while improving the air removal speed.
It is possible to improve the work efficiency at 
the time of filling and to reduce the number of 
collapses.

Food packaging 
materials

I T/ E l e c t r o n i c 
packages

Medical packages Wrapping products/
daily products

Food packaging designed for 
maximum visual appeal. We 
have a wide range available 
from vacuum packages to 
sterilizing and gas displacing 
(oxygen absorber) packaging.

Electronic packaging for 
delicate electronic parts. 
Anti-static and moisture-
proof  proper t ies a re of 
state-of-the-art quality.

We of fer packaging ma-
terials that have met strict 
pharmaceutical standards. 
Safety is our top priority. 
Diverse types suitable for 
various occasions are avail-
able.

Wrapp ing mate r ia l s  fo r 
beautiful presentation of 
products and other daily 
packaging goods are also 
available.

Standard pouches (StrongPack)

170 types and 3,500 standard pouches.
We offer a wide variety of sizes for foods, medical products, daily goods, and electrical 
products. We will respond to requests for rush jobs and small lot deliveries.

See our website catalog at:
http://www.mpx-group.jp

Suppresses bacterial 
breeding
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Other packages
Planning, production, and sales of various packages. 
For example, watches, jewelry, gifts, etc.

Accept from standard products to individual designs
Sales promotion tools,original products,etc.

Design, sample making, and production based on specifications worked 
out together with customers.

Cushioning materials and trays

A variety of decorative boxes

Corrugated cardboard sheets Corrugated cardboard boxes

Other processed cardboard products

Remote Box

Signs

Fixtures Tabletop fixtures Hanging fixtures

Gift boxes

Cardboard parts

Emergency products
Dual-use display box

Vacuum molded products

Wrapping papers

Foam molded products

Carry bags
POP/Novelty

New!

General paper containers, gift packaging and other paper products
Paper boxes

Decorative boxes for fruits and vegetables Gift boxes for beverages

Examples
We have been involved 
in the production of 
EXILIM 10th anniver-
sary model packages.

We have been involved 
in producing packaging 
materials for novel, first-
time products.

From corrugated cardboard production to various types of cardboard boxes, 
box interior materials, and other cardboard products.

Corrugated cardboard sheets / corrugated cardboard products

Corrugated cardboard 
boxes and paper boxes 
for electronic products, 
lighting fixtures, fruits, 
beverages, gifts, etc.

Computer-controlled 
processing for stable 
production of quality 
cardboard sheets.

Ready-to-assemble trays 
Inner packing parts and partitions.

Display shelves and table sets can also be made. Please contact us.
VR Goggles

New!
Office Partition K11- Frame Work Bus Partition
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Clear Box
High quality clear box produced through integrated production system.

Cold foil stamping
High-speed, high-quality printing by cold foil stamping method using glues

Attention-getting seals

MF Label

Other labels

MF POP label

Shrink labelProduction with 
cold foil stamping 

possible

Production with 
cold foil stamping 

possible

Production with 
cold foil stamping 

possible

Production with 
cold foil stamping 

possible

Seal labels
Seal labels for a wide range of medical, cosmetic, food, and industrial products

Partial glue coating enables attachment to various objects 
and shapes. Elimination of tackiness and offset printing the 
in-line “glue exclusion process” enables clean printing with 
short lead times and low cost. Processing method can be 
varied to fit application. 

POP seals are excellent eye-catchers

Cosmetic products, sanitary products, pharmaceutical products, etc.Examples:

Shrink label with cold foil stamping (cold foils)
Wrap products in heat shrinkable plastic 
film to retain their shape.

Condiments, beverages, Cosmetic products etc.Examples:

Transparent band label with partial glue coating
• Can be cut into various shapes
• One-touch application for greater work efficiency
• Glue coating applied after printing for flexible positioning and 
   10 mm width applications
• Beautiful results with reverse printing on transparent film
• Will not peel even when refrigerated

Sweets or refrigerated foods, take-out foodsExamples:

POP label will continue to swing over time 

• Three-dimensional POP can be easily created with strong transparent film
• Easy to remove; no need to deal with double-sided adhesive tapes
• Beautiful results with reverse printing on transparent film

Excellent POP label for sales promotion with 
colorful reverse printing on transparent film 
and easily removed partial glue coating.

POP labels for shelf displaysExamples:

• Security labels

• Outdoor stickers

Tamper proof labels, personal information protection labels, 
tamper resistance seals

Automobile stickers, train stickers, double-sided stickers for 
windows, floor mat seals

• Food labels	

• Industrial labels	

• Pharmaceutical and cosmetic labels

• Beverage labels	

• Sales promotion labels	

Decorative labels, display labels

Nameplate labels, warning labels

Decorative labels, display labels, attention seals

Bottle labels, shrink labels, band labels

Character seals, swing pop labels

■ Hologram cold foil (flap label)
Print a color on top of the hologram to 
make it a colored hologram.
By processing the hologram on the print, 
it is possible to reproduce even a fine 
pattern beautifully.

• Printing on foils is possible.
• Fine dot printing or gradation printing on foils is possible.
• Wide range of foil stamping is possible.
• Foils with fine designs are possible.

This is a non-heat stamping method, enabling printing on foils and fine printings 
for enhanced product value.

Luxury products requiring added value, high-quality presentationExamples:

※ The order of printing and hologram cold foil is reversed by design.

【Label configuration】

Separator
Glue
PET

Hologram cold foil
Printing

PP Laminate

Separator
Glue
PET

Hologram cold foil
Printing

PP Laminate

Printing enhances the 
beauty of the Clear 
Box. Depending on 
t h e  r e q u i r e m e n t s , 
we offer offset or silk 
screen printing.

Soft fold lines of the 
C l e a r  B o x  a r e  a n 
impor tant  e lement 
for high-quality Clear 
Box. It improves the 
productivity and de-
creases the reject rate. 
It enables application 
to cartoners.

Automatic PP adhesive 
machine for Clear Box 
PP processing. And 
also a one-touch au-
tomatic Clear Box PP 
adhesive machine that 
significantly reduces 
cracks and other de-
fects at set up.

Printing Fold lines Adhesion
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■ Biopolyethylene
It is a sealant film using raw materials derived from sugar cane. 
It can be substituted with petroleum-derived sealant films, 
contributing to the reduction of CO2 emissions.

O2 H2O H2OO2

Environmentally friendly manufacturing

Top layer film is made from 
recycled PET bottles.
Physical properties are same as 
non-recycled PET film labels.

Laminated product with barrier, even though using paper layer.
Former paper products need 3 layers to maintains barrier but, 
by using this material you need only 2 layers. It has excellent 
barrier properties against oxygen and water vapor and fragrance.
Possible to laminate with Bio polyethylene.

Printing is after film production so, short 
delivery and small purchase orders are possible.
Comparing to the gravure 
printing, the amount of 
ink and VOC emissions 
can be reduced.

■ A metal detector can be used.
■ Possible to make difference by texture of paper.
■ Confirms to Ministry of Health and Welfare Notification No. 370.

Comparison of CO2 emissions

Polypropylene-based OPP // CPP
Polyethylene-based LLDPE // LLDPE
Polyester-based PET // Polyester sealant, etc.

Using same materials for package 
and label makes recycling 
possible.

It can be folded compactly, easy to carry and 
assemble. Also recyclable after used.

This  ink uses recyc lab le 
organic materials such as 
plant based resins.

Since molten aluminum is vapor-deposited, 
it can be made thinner by substituting for 
aluminum foil. There is almost no residue 
when incinerated. Depending on the grade, it 
supports various barrier properties.

Refill pouches promote bottle reuse. We can 
reduce more plastic compared to bottles.

As an alternative for aluminum cans, an eco-
friendly product which is light, does not break, 
does not rust, and has excellent processability 
and recyclability.

Products can be stored in center without a tray 
or partition, and able to reduced materials.

By examining the designs and package sizes 
for better loading efficiency, we will contribute 
to reduce CO2 emissions.

Using biomass materials to reduce CO2 emissions We always propose the best shape, size, and material, and contribute to reducing plastic 
by making lighter and thinner packages.

We propose easy to recycle materials and contribute to improving efficiency of recycling.

Weight reduction / Switching to other materials

Recycle

Biomass

■ PECO Pouch

■ Flexo Printing (after printing)

■ Mono-material Film

■ Recycled PET Label

■ Mono-material Label

■ Cardboard furniture / Displays

■ Biomass Ink　

■ Biomass Label

■ ATAC　

■ LIP PACK　 

■ Lip Tainer BIB

■ Center Pouch

■ Loading Simulation

Biomass
植物生まれのバイオマスラベル

粘着剤に
植物由来原料を

配合
バイオマス
マーク商品の
認定を取得

■ Paper Material

Paper  mate r ia ls  s ta r t ing 
get used in food industries.
Possible to contain liquid.

Contribute to achievements 
of SDGs goals by selecting 
packaging materials.

→P07

→P18

→P05

→P03

→P12

→P08

The Meiwa Pax Group contributes to a sustainable recycling society by conducting 
various initiatives, including the development of environmentally friendly products.

■ FSC Certification
Scope of Certification
Tamapack Co., Ltd. Headquarters 
Tamapack Co., Ltd. Yamagata Factory 
Tamapack Co., Ltd. Kofu chuo Factory                                             

We can also print on, 
"Lamina ®" (Nippon Paper 
Industries Co., Ltd.)

Label that contains plant 
based ingredients in adhesive. 
The adhesive layer of the label 
is certified as a 
biomass mark 
product.

Tamapack's environmental policy is to participate in global environmental 
protection and forest protection activities. Therefore we support FSC's 
activities for protecting forest environment and obtained  FSC   CoC 
certification for each business divisions and factories.
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http://meiwa.mpx-group.jp

http://sansho.mpx-group.jp

http://tama.mpx-group.jp

http://sunp.mpx-group.jp

http://www.shinkokasei.com

http://www.saigontrapaco.com

http://atom-corp.com

Osaka Headquarters: 888-1 Enmyo-cho, Kashiwara-shi, Osaka, 582-0027, JAPAN� TEL 81-50-3821-6848 FAX 81-72-976-2656
Tokyo Headquarters: Kayaba-cho Broad Square Building 7F, 3-9-10 Kayaba-cho, Nihonbashi, Chuo-ku, Tokyo, 103-0025, JAPAN TEL 81-50-3821-6857 FAX 81-3-5651-5092
West Japan Branch, Kyushu Branch, Hokkaido Sales Office, Tohoku Sales Office, Shinetsu Sales Office, Shinshu Sales Office, Chubu Sales Office, 
Osaka-chuo Sales Office, Chugoku Sales Office, Shikoku Sales Office, Kyushu-chuo Sales Office, Minami Kyushu Sales Office,

Tokyo Sales Office, Hokkaido Sales Office, Tohoku Sales Office, Shinetsu Sales Office, Chubu Sales Office, Chugoku Sales Office, Shikoku Sales Office, 
Kyushu Sales Office, Minami Kyushu Sales Office

Headquarters & Sales Head Office: Meiwa Uehonmachi Building 4F, 3-2 Higashikozu-cho, Tennoji-ku, Osaka-shi, Osaka, 542-0021, JAPAN TEL 81-50-3821-6866 FAX 81-6-6765-3993

Headquarters : 1-12-14 Nakagami-cho, Akishima-shi, Tokyo, 196-0022, JAPAN� TEL 81-42-543-3711 FAX 81-42-544-3413
Kofu Chuo Factory, Yamagata Factory, Kofu Factory, Osaka Branch, Tokyo Sales Office, Shinosaka Branch, Higashine Sales Office, Nagano Sales Office

Headquarters: 500 Nomachi, Chikugo-shi, Fukuoka, 833-0032, JAPAN� TEL 81-942-53-8471 FAX 81-942-53-8475
Fukuoka Factory, Chikugo Factory, Tokyo Sales Office, Osaka Sales Office

Headquarters & Factory : 2010 Kobora, Yamada-cho, Mizunami-shi, Gifu, 509-6104, Japan� TEL 81-572-44-9228 FAX 81-572-44-9238
Tokyo Sales Office, Osaka Sales Office

68/1 Moo 3 Kaerai Kratumban Samutsakorn 74110 Thailand� TEL 66-34-476-090 FAX 66-34-476-093

Lot 468, Batu 2, Jalan Bangi, 43500 Semenyih Selangor, Malaysia� TEL 603-87234805 FAX 603-87234806

Head Office & Factory: Lot B56-57/II Road 2E, Vinh Loc Industrial Park, Vinh Loc A Ward, Binh Chanh District, Ho Chi Minh City, Vietnam TEL 84-8-37652180 FAX 84-8-37652191
Ha Noi Representative Office

Production Site  Head Office Factory, Noda Factory, Nirasaki Factory, Iida Factory,Takatsuki Factory, Ikuno Factory, Hyogo Factory, Yatsushiro Factory

Production Site  Toyooka Factory, Kashiwara Factory, Noda Factory, Tottori Factory

Tamapack Co., Ltd.

Sunpack Corp.

Atom Corporation Sdn. Bhd.

Royal Meiwa Pax Co., Ltd.

Meiwa Pax Group General Product Catalog

http://www.mpx-group.jp


